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3” LED Cylinder

DESCRIPTION

[ WCED-3UD-LCT : UP/DOWN TYPE ][ WCED-3D-LCT : DOWN TYPE ]

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

[ WCED-3D-LCT : DOWN TYPE ]

10-3/8”
(263mm)

6-1/8”
(155mm)

3-9/16”
(90mm)

2-7/16”
(62.5mm)

5-7/8”
(150mm)

[ WCED-3UD-LCT : UP/DOWN TYPE ]

WCED-3(U)D-LCT
3” Wall Mount Cylinder Down & Up/Down Light
120/277V, 3 Power/Lumens & 5 CCT Selectable

6-1/8”
(155mm)

3-9/16”
(90mm)

2-7/16”
(62.5mm)

6-5/16”
(160 mm)

7-1/8”
(181mm)

3-15/16”
(100mm)

6-1/8”
(155mm)

3-9/16”
(90mm)

2-7/16”
(62.5mm)

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

*Double wattage for Up/Down Type
*Contact factory for custom beam angles

The WCED-LCT 3" Round Cylinders are Suitable for Wet Location and IP65 
rated for outdoor use. These wall mount cylinders come in two versions : down 
light and up & down light. The fixtures are offered in10W, 15W and 20W 
LED, DoB modules with a customized IC, highbred circuit on board with 
dimming down to 5% with most Triac and ELV dimmers or 0-10V dimming. 
Non-Isolated DoB, Direct AC technology has low heat, great reliability and 
has been designed for these fixtures to operate environments between  -22  ̊F to 
104  ̊ F (-30˚C to 40˚C). Optional Photo Cell is available for Dusk to Dawn 
operation and EM drivers for emergency lighting. 

5-7/8”
(150mm)

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 10W, 15W & 20W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto wall surface using appropriate 

      anchor bolts or screws (supplied by others).

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

15W

1,050

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
10W 

700 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

20W 

1,400 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 



3” LED Cylinder

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Model

Example : WCED-3UD-LCT-WH

WH = White

BK  = Black

Housing Finish*

WCED-3D-LCT = 3” Wall Cylinder Down Light

WCED-3UD-LCT = 3” Wall Cylinder Up/Down Light

-PCELL = Photocell for Outdoor use ONLY

-EM = Emergency Driver

-Options

OPTIONS

- PCELL = Photocell for Dusk to Dawn 
                 operation. Outdoor use ONLY.



4” LED Cylinder

DESCRIPTION

[ WCED-4UD-LCT : UP/DOWN TYPE ][ WCED-4D-LCT : DOWN TYPE ]

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

[ WCED-4D-LCT : DOWN TYPE ] [ WCED-4UD-LCT : UP/DOWN TYPE ]

WCED-4(U)D-LCT
4” Wall Mount Cylinder Down and Up/Down Light
120/277V, 3 Power/Lumens & 5 CCT Selectable

4-1/4”
(108mm)

6-11/16”
(170.5mm)

2-7/16”
(62.5mm)

4-1/4”
(108mm)

6-11/16”
(170.5mm)

2-7/16”
(62.5mm)

3-15/16”
(100mm)

8-3/4”
(222mm)8”

(203 mm)

4-1/4”
(108mm)

6-11/16”
(170.5mm)

2-7/16”
(62.5mm)

11-15/16”
(303mm)

5-7/8”
(150mm)

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

*Double wattage for Up/Down Type
*Contact factory for custom beam angles

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

The WCED-4(U)D-LCT 4" Round Cylinders are Wet Location and IP65 rated for 
outdoor use. These wall mount cylinders come in two versions : down light and 
up & down light. The fixtures are offered in15W, 20W and 30W LED, DoB modules 
with a customized IC, highbred circuit on board with dimming down to 5% 
with most Triac and ELV dimmers or 0-10V dimming. Non-Isolated DoB,  
Direct AC technology has low heat, great reliability and has  been designed for 
these fixtures to operate environments between  -22  ̊F to 104  ̊F (-30˚C to 40˚C). 
Optional Photo Cell is available for Dusk to Dawn operation and EM drivers for 
emergency lighting. 

5-7/8”
(150mm)

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto wall surface using appropriate 

     anchor bolts or screws (supplied by others).

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 



TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Model

Example : WCED-4D-LCT-WH

-WH = White

-BK  = Black

-Housing Finish*

WCED-4D-LCT =  4” Wall Cylinder Down Light

WCED-4UD-LCT =  4” Wall Cylinder Up/ Down Light

-PCELL = Photocell for Outdoor use ONLY

-EM = Emergency Driver

-Options

4” LED Cylinder
OPTIONS

- PCELL = Photocell for Dusk to Dawn 
                 operation. Outdoor use ONLY.



4” Square LED Cylinder

DESCRIPTION
The WCED-4S(U)D-LCT 4" Square Cylinders are Wet Location and IP65 rated for 
outdoor use. These wall mount cylinders come in two versions : down light and up & 
down light. The fixtures are offered in 15W, 20W and 30W LED, DoB modules with 
a customized IC, highbred circuit on board with dimming down to 5% with most of 
Triac and ELV dimmers or 0-10V dimming. Non-Isolated DOB, Direct AC technology 
has low heat, great reliability and has been designed for these fixtures to operate 
environments between  -22  ̊F to 104  ̊F (-30˚C to 40˚C). Optional Photo Cell is 
available for Dusk to Dawn operation and EM drivers for emergency lighting.

[ WCED-4SUD-LCT : UP/DOWN TYPE ][ WCED-4SD-LCT : DOWN TYPE ]

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-4S(U)D-LCT
4” Wall Mount Square Cylinder Down and Up/Down Light
120/277V, 3 Power/Lumens & 5 CCT Selectable

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

*Double wattage for Up/Down Type
*Contact factory for custom beam angles

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

[ WCED-4SD-LCT : DOWN TYPE ]

8”
(203mm)

4-1/4”
(108mm)

6-3/4”
(172mm)

4-1/4”
(108mm)

6-3/4”
(172mm)

[ WCED-4SUD-LCT : UP/DOWN TYPE ]

4-1/4”
(108mm)

6-3/4”
(172mm)

11-15/16”
(303mm)

5-7/8”
(150mm)

5-7/8”
(150mm)

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto wall surface using 

      appropriate anchor bolts or screws (supplied by others).

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 



TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Model

Example : WCED-4SUD-LCT-WH

-Housing Finish*

-WH = White

-BK  = Black

WCED-4SD-LCT = 4” Wall Square Cylinder Down Light

WCED-4SUD-LCT = 4” Wall Square Cylinder Up/Down Light

-PCELL = Photocell for Outdoor use ONLY

-EM = Emergency Driver

-Options

4” Square LED Cylinder
OPTIONS

- PCELL = Photocell for Dusk to Dawn 
                 operation. Outdoor use ONLY.



SPECIFICATION

3” LED Cylinder

DESCRIPTION
  

 

WCED-3DC/P-LCT

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-3DC/P-LCT

1

15W

1,050

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
10W 

700 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

WCED-3DC/P-LCT

(Standard Pendant) (Pendant Cable and Cord)

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 10W, 15W & 20W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto ceiling J-box. The ceiling mount 

     model consists of a canopy kit and a 3” threaded nipple.

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)

3” Round Ceiling and Pendant Mount Cylinders
120/277V, 3 Power/Lumens & 5 CCT Selectable

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

(Ceiling Mount)

3-9/16”
(90mm)

6-5/16”
(160 mm)

(Pendant Mount)

3-9/16”
(90mm)

5”

5”

6-5/16”
(160 mm)

The WCED-3D-LCT 3” Round Cylinders are Wet Location and IP65 rated for outdoor use. These cylinders come in two versions : ceiling “C” and pendant 
“P”. The pendant mount cylinders are available with the standard pendant, swivel mount pendant, or pendant cable and cord.  The fixtures are offered 
in10W,15W and 20W LED, DoB modules with a customized IC, highbred circuit on board with dimming down to 5% with most Triac dimmers or 0-10V 
dimming. Non-Isolated DoB, Direct AC technology has low heat, great reliability and has been designed for these fixtures to operate environments between 
-22˚ F to 104˚ F (-30˚C to 40˚C). Optional EM Drivers for emergency lighting are available.

CCT Selectable Switch

Power Selectable Switch

Drawing

20W 

1,400 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 

WATTS

*Contact factory for custom beam angles



3” LED Cylinder

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Ordering Information

Model -Pendant Style/Length

Place Style before length   
- = Standard Pendant  
- S = Swivel Mount Pendant 
Pendant Lengths
6 = 6 Inches
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches

 

Cable and Cord Lengths
C12 = 12 Inches
C24 = 24 Inches
C36 = 36 Inches
C50 = 50 Inches
C72 = 72 Inches
C120 = 120 Inches

 

WCED-3DC-LCT = Ceiling Mount

WCED-3DP-LCT = Pendant Mount

-Housing Finish*

-WH = White

-BK = Black

Example : WCED-3DC-LCT-S-WH 

-EM = Emergency Driver

-SF-3/8IP = Locking  Set Screw Swivel with 3/8”IP x 3/8”IP
                       Female Threads  

-Options

OPTIONS

- SF-3/8IP = Locking Set Screw Swivel with 
   3/8”IP x 3/8”IP Female Threads

   *Note: This option can only be used with Standard Pendant Kits 



4” LED Cylinder

DESCRIPTION
 

WCED-4DC/P-LCT

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-4DC/P-LCT
4” Round Ceiling and Pendant Mount Cylinders
120/277V, 3 Power/Lumens & 5 CCT Selectable

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

(Standard Pendant) (Pendant Cable and Cord)

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

8”
(203 mm)

(Ceiling Mount)

5”

(Pendant Mount)

4-1/4”
(108mm)

4-1/4”
(108mm)

8”
(203 mm)

5”

The WCED-4D-LCT 4” Round Cylinders are Wet Location and IP65 rated for outdoor use. These cylinders come in two versions: ceiling “C” and pendant 
“P”.The pendant mount cylinders are available with the standard pendant, swivel mount pendant, or pendant cable and cord.  The fixtures are offered in 
15W, 20W and 30W LED, DoB modules with a customized IC, highbred circuit on board with dimming down to 5% with most Triac and ELV or 0-10V 
dimming.Non-Insulated DoB, Direct AC technology has low heat, great reliability and has been designed for these fixtures to operate environments between 
-22˚ F to 104˚ F (-30˚C to 40˚ C). Optional EM Drivers for emergency lighting are available.  

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto ceiling J-box. The ceiling mount 

     model consists of a canopy kit and a 3” threaded nipple.

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 

*Contact factory for custom beam angles



4” Square LED Cylinder

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Ordering Information

Model

 
 

 

-Pendant Style/Length

Place Style before length  
- = Standard Pendant 
- S = Swivel Mount Pendant 
Pendant Lengths
6 = 6 Inches
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches

Cable and Cord Lengths
C12 = 12 Inches
C24 = 24 Inches
C36 = 36 Inches
C50 = 50 Inches
C72 = 72 Inches
C120 = 120 Inches

 

WCED-4DC-LCT = Ceiling Mount

WCED-4DP-LCT = Pendant Mount

-Housing Finish*

-WH = White

-BK = Black

Example: WCED-4DC-LCT-S-WH

-EM = Emergency Driver

-SF-3/8IP = Locking Set Screw Swivel with 3/8”IP x 3/8”IP
                        Female Threads 

-Options

OPTIONS

- SF-3/8IP = Locking Set Screw Swivel with 
   3/8”IP x 3/8”IP Female Threads

   *Note: This option can only be used with Standard Pendant Kits 



4” Square LED Cylinder

DESCRIPTION

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-4SDC/P-LCT  4” Square Ceiling and Pendant Mount Square Cylinders
120/277V, 3 Power/Lumens & 5 CCT Selectable

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

WCED-4SDC/P-LCT
4-1/4”

(108mm)

7-7/8”
(200mm)

4-1/4”
(108mm)

7-7/8”
(200mm)

(Ceiling Mount) (Pendant Mount)

5”

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

The WCED- 4SD-LCT 4" Square Cylinders are Wet Location and IP65 rated for outdoor 
use. These cylinders come in two versions : ceiling “C” and pendant “P”. The 
pendant mount cylinders are available with either the standard pendant, 
swivel mount pendant, or pendant cable and cord.. The fixtures are offered in 
15W, 20W and 30W LED, DoB modules with a customized IC, highbred  
circuit on board with dimming down to 5% with most Triac and ELV dimmers or 
0-10V dimming. Non-Isolated DoB, Direct AC technology has low heat, great 
reliability and has been designed for these fixtures to operate environments 
between -22  ̊F to 104  ̊F (-30˚C to 40˚C). Optional EM Drivers for emergency 
lighting are available.

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture directly onto ceiling J-box. The ceiling mount 

     model consists of a canopy kit and a 3” threaded nipple.

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 

*Contact factory for custom beam angles

(Standard Pendant) (Pendant Cable and Cord)



TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

* Consult factory for other Color Temperatures and Finishes

Ordering Information
Model

Example: WCED-4SDP-LCT-S24-WH

WCED-4SDC-LCT = Ceiling Mount

WCED-4SDP-LCT = Pendant Mount

-Housing Finish*

-WH = White

-BK = Black

 
 

 

 

-Pendant Style/Length

Place Style before length  
- = Standard Pendant 
- S = Swivel Mount Pendant 
Pendant Lengths
6 = 6 Inches
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches

Cable and Cord Lengths
C12 = 12 Inches
C24 = 24 Inches
C36 = 36 Inches
C50 = 50 Inches
C72 = 72 Inches
C120 = 120 Inches

-EM = Emergency Driver

-PCELL = Photocell for Outdoor use ONLY

-Options

4” Square LED Cylinder
OPTIONS

- PCELL = Photocell for Dusk to Dawn 
                 operation. Outdoor use ONLY.



4” LED Cylinder

DESCRIPTION
The WCED-4UDP-LCT 4” Round Up/Down Cylinders are Wet Location and IP65 
rated for outdoor use. The pendant mount cylinders are available with the standard  
pendant, swivel mount pendant, or pendant cable and cord. The fixtures are offered 
in 15W, 20W and 30W LED, DoB modules with a customized IC, highbred circuit on 
board with dimming down to 5% with most Triac and ELV dimmers or 0-10V dimming.  
DoB, 120/277VAC Direct technology has low heat, great reliability and has been 
designed for these fixtures to operate in environments between -22˚ F to 104˚ F 
(-30˚C to 40˚C). Optional EM Drivers for emergency lighting are available. 

 

WCED-4DUP-LCT

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-4UDP-LCT
4” Round Up/Down Pendant Mount Cylinders
120/277V, 3 Power/Lumens & 5 CCT Selectable

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

*Double wattage for Up/Down Type
*Contact factory for custom beam angles

11-15/16”
(303mm)

Dual Cable U/D Cylinder 

Standard shallow canopy

Dual aircraft cable + cord suspension.

Standard cable length = 6’ Cable length is field adjustable.

To order longer cable put length in options section at end of
the part number.

Canopies fit standard 3.5” and 4” round and octagonal 
junction boxes.

Not to scale, dimensions are nominal Consult factory for CAD 
drawings .

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture with supplied pendant mounting kit directly  

     onto ceiling J-box. 

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

(x2) 20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V

(x2) 15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

(x2) 30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 



4” LED Cylinder

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

** Consult factory for other Color Temperatures and Finishes

Model

 

-Cable and Cord Lengths

Cable and Cord Lengths
C12 = 12 Inches
C24 = 24 Inches
C36 = 36 Inches
C50 = 50 Inches
C72 = 72 Inches
C120 = 120 Inches

 
WCED-4UDP-LCT = Up/Down Cable Mount Pendant

             

                   Example: WCED-4UDP-LCT-C12-WH

-Housing 
 Finish**
-WH = White

-BK = Black

-EM = Emergency Driver 

-Options



4” Square LED Cylinder

DESCRIPTION

Catalog # Type

DateProject

Prepared by

DESIGN FEATURES

WCED-4SUDP-LCT
  4” Square Up/Down Pendant Mount Square Cylinders

120/277V, 3 Power/Lumens & 5 CCT Selectable

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

WCED-4SUDP-LCT

The WCED-4SUDP-LCT 4” Square Up/Down Cylinders are Wet Location and IP65 
rated for outdoor use. The pendant mount cylinders are available with the standard 
pendant, swivel mount pendant, or pendant cable and cord. The fixtures are offered 
in 15W, 20W and 30W LED, DoB modules with a customized IC, highbred circuit 
on board with dimming down to 5% with most Triac and ELV dimmers or 0-10V 
dimming.  DoB, 120/277VAC Direct technology has low heat, great reliability and 
has been designed for these fixtures to operate in environments between -22˚ F to 
104˚ F (-30˚C to 40˚C). Optional EM Drivers for emergency lighting are available. 

  

*Consult tech. service or factory for additional dimmers
**Consult with factory if you are not using the

approved dimmers

* Lutron: Skylark S-600
               : MRF2-6DN-120
               : MACL-153M
               : DVLV-600P
               : S E L V-300P
               : C T C L-153P
               : DVELV-303P
               : DVCL-153P
* Leviton: D600R, Acenti: Ate06, 
                  Trimatron #705W
* Cooper Devine incandescent dimmer 600W
* Pass&seymour harmony incandescent 600W
For 0-10V Driver**
* Lutron: Nova 0-10V : NTFTV
                Diva 0-10V : DVTV
* Leviton: Decora 0-10V : IP710DL

120V Approved Dimmers

* Double wattage for Up/Down Type
* Contact factory for custom beam angles

11-15/16”
(303mm)

Dual Cable U/D Cylinder 

Standard shallow canopy

 

Dual aircraft cable + cord suspension.

Standard cable length = 6’ Cable length is field adjustable.

To order longer cable put length in options section at end of
the part number.

Canopies fit standard 3.5” and 4” round and octagonal 
junction boxes.

Not to scale, dimensions are nominal Consult factory for CAD
drawings. 

WATTS

Features

• Weatherproof aluminum powder coated white & black finish for outdoor &

      indoor applications.

• 15W, 20W & 30W Selectable power.

• 2700K, 3000K, 3500K, 4000K & 5000K Selectable CCT.

• 90 CRI Standard.

• Universal 120-277V 50/60 Hz Input.

• Triac, ELV & 0-10V dimming.  

Mounting

• Mount completely assembled fixture with supplied pendant mounting kit directly  

     onto ceiling J-box. 

Limited Warranty

• LED Module & Product: 3 years

Listing

• ETL cETL Listed

• State of California Title 24

• Wet location (IP65 Rated)
CCT Selectable Switch

Power Selectable Switch

Drawing

SPECIFICATION

(x2) 20W

1,400

70 lm/W 

Input Voltage
Wattage 

Lumen 

Efficacy (LPW)

Beam Angle

CRI (Standard)

CCT (Color +/-5%)

LED Module

Environment

120/277V
(x2) 15W 

1,050 

70 lm/W 

48˚

90 
2700K, 3000K, 3500K, 4000K, 5000K

3 years

Wet location 

(x2) 30W 

2,100 

70 lm/W 

Dimming Triac, ELV & 0-10V Dimming* 



4” Square LED Cylinder

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

** Consult factory for other Color Temperatures and Finishes

Model

 

-Cable and Cord Lengths

Cable and Cord Lengths
C12 = 12 Inches
C24 = 24 Inches
C36 = 36 Inches
C50 = 50 Inches
C72 = 72 Inches
C120 = 120 Inches

 

WCED-4SUDP-LCT = Up/Down Cable Pendant Mount

             

                   
Example: WCED-4SUDP-LCT-C12-WH

-EM = Emergency Driver 

-Options-Housing 
 Finish**
-WH = White

-BK = Black



5” LED Cylinder

DESCRIPTION
The LEDH-SR5-G2 Series 5 " Surface Mount Cylinders come in three versions : Ceiling "C", Wall "W" and Pendant "P". The fixtures are offered in 10W,
14W and 22W LED, COB modules plus State-of-the-Art universal drivers with Triac, ELV or 0-10V dimming.

Catalog # Type

DateProject

Prepared by
120-277 VAC, 5” LED Ceiling, Wall and Pendant Mount Cylinders
LEDH-SR5C/W/P-G2 Series

[Wall Mount : LEDH-SR5W]

4-7/16”
(112mm)

[Ceiling Mount : LEDH-SR5C]

6”
(152mm)

7-7/8”
(200mm)

DESIGN FEATURES
LED Module
• Durable extruded aluminum heat sink is integrated with the LED COB (chip on board).
• Inner reflector enables even distribution with excellent uniformity.

Reflector
• Anodized haze clear and White painted finishes. Contact factory for other finishes.

Housing
• Round, 060” thick spun aluminum housing available in semi-matte White, Black, Bronze
     and Silver.

Heat Sink
• Extruded  Aluminum Heat Sink computer designed for superior thermal management to 
     ensure constant light output, color and life of solid state engine components.

Wall Bracket (LEDH-SR5W)
• Cast aluminum bracket easily secures to housing's cross-bar with set screws.

22W

2,200 lm

100 lm/W

69.3˚

Input Voltage

Wattage (+/-5%)

L u m e n  (+/-5%)

Efficacy (LPW)

Beam Angle

CRI (Typical)

CCT (Color +/-5%)

Dimming

120-277VAC

80, 90 

2700K, 3000K, 3500K, 4000K

Triac/ELV/0 ~10V

SPECIFICATION

Environment                  Indoor/Outdoor (Ceiling Mount)

LED Power Supply Driver 
• Universal, 120~277 VAC input, high efficiency dimming drivers with ①  Triac/ELV
     dimmer switches or ② Triac/ELV/0-10V dimmer switches.
• Drivers feature power factor >.90, THD <20% with integral thermal protection to sense
     over temperature or electrical issues.
• Driver mounts externally to the LED module for thermal isolation and allows for easy
     maintenance if needed.

Limited Warranty
• LED Module & Product: 3 years

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Listing
• cCSAus 

* Consult tech. service or factory for additional dimmers

* Lutron:
Triac:        Skylark S-600
ELV:          NovaT NTELV-300 & 600
                 Diva DVELV-300P & 303P
                 Maestro MAELV-600      
                 Skylark SEL-VB-300P
0-10V:     Diva DVTV
                 Diva DVSTV-IV
CFL/LED: Diva DVCL-253P
                 Ariadni AYCL-253P
* Leviton:
Triac:        Trimatron #705W
ELV:          IPE04-1L (ELV)
                 Acenti: ATE06-1LW

Triac/ELV/0-10V Approved Dimmers

14 W

1,400 lm

100 lm/W

67.7˚

10W

1,000 lm

100 lm/W

67.7˚

[Pendant Mount : LEDH-SR5P]
(Pendant Fixtures require
additional field assembly)

Pendant Kit
• Pendant Fixtures require additional field assembly.



5” LED Cylinder

PHOTOMETRIC REPORT * Contact Factory for IES File

Polar Candela Distribution
180˚

570

475

380

285
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95

CD: 0

95

190

285

380

475

570

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

Illuminance at a Distance

Center Beam FC Beam Width

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 66˚

147.3 fc

36.8 fc

16.4 fc

9.2 fc

5.9 fc

4.1 fc

2.7 ft

5.3 ft

8.0 ft

10.6 ft

13.3 ft

16.0 ft

[LEDH-SR5C/SR5W/SR5P-14] [LEDH-SR5C/SR5W/SR5P-22]

Polar Candela Distribution
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1,200
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CD: 0

400

800

1,200

1,600

2,000

2,400

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚
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Illuminance at a Distance

Center Beam FC Beam Width

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 66˚

228.7 fc

 57.2 fc

25.4 fc

14.3 fc

9.2 fc

6.4 fc

2.7 ft

5.3 ft

8.0 ft

10.6 ft

13.3 ft

16.0 ft

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Specular Open ReflectorLEDT-R54

TRIMS * Wide beam reflector is standard. Also available in narrow beam in reflector (consult with factory).

Baffle w/ ReflectorLEDT-R514

LEDT-R514

LEDT-R54

Baffle w/ Regressed LensLEDT-R541

LEDT-R541

Reflector w/ Regressed LensLEDT-R522

LEDT-R522

LEDH-SR5C-G2

(Ceiling Mount)

LEDH-SR5W-G2

(Wall Mount)

LEDH-SR5P-G2

(Pendant Mount)

* Consult factory for other Color Temperatures and Finishes

Ordering Information

Example : LEDH-SR5P-C58-23-830UZTD-WH LEDT-R54-HC

-Watts

-10 = 10W
(UZTD &
UTMD Driver
Only)

-14 = 14W

-22 = 22W

Model -CRI

-8 = 80 CRI

-9 = 90 CRI

Color Temp.*

27 = 2700K

30 = 3000K

35 = 3500K

40 = 4000K 

-Housing Finish*

-WH = White

-BK  = Black

-BZ  = Bronze

-S I  = Silver 

Driver

LEDT-R54  

LEDT-R514  

LEDT-R541  

LEDT-R522  

Trim - Reflector Finish**

-HC = Haze Clear

-WH = White Painted

Place Style before Length
 = Standard Pendant
-S = Swivel Mount Pendant
Pendant Lengths 
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches
Cable and Cord Lengths
-C32 = 32 Inches
-C58 = 58 Inches
-C108 = 108 Inches 
-C128 = 128 Inches 

-Pendant Style/Length

UTD = 120~277VAC, 
             Triac/ELV Dimming
             (14W & 22W Only)
UZTD = 120~277VAC,  
               0 ~10V Dimming
                (10, 14 & 22W)
UTMD = 120~277VAC, 
                 Tri-Mode (0-10V/
                Triac/ELV) Dimming
                  (10, 14 & 22W )
*- Option 

-EM = Emergency battery backup

-WH = White

-BK  = Black

Baffle Finish for
LEDT-R514 & R541

-CL = Clear

Reflector Collar
for LEDT-R522

-FR = Fresnel

Lens for 
LEDT-R541 & R522

*All trims are rated for damp location and regressed lens trims are wet location listed.

*LEDT-R541 & LEDT-R522 are suitable and rated for shower location.



6” LED Cylinder

DESCRIPTION
The LEDH-SR6-G2 Series 6" Surface Mount Cylinders come in three versions: Ceiling "C", Wall "W" and Pendant "P". The fixtures are offered in 10W, 
14W, 22W, and 30W LED, COB modules plus State-of-the-Art universal drivers with Triac, ELV or 0-10V dimming.

[Wall Mount : LEDH-SR6-G2-W][Ceiling Mount : LEDH-SR6-G2-C]

DESIGN FEATURES
LED Module
• Durable extruded aluminum heat sink is integrated with the LED COB (chip on board).
• Inner reflector enables even distribution with excellent uniformity.

Reflector
• Anodized haze clear and White painted finishes. Optional Baffle style reflectors are also available. 
     Contact factory for other finishes. 

Housing
• Round, 060” thick spun aluminum housing available in semi-matte White, Black, Bronze
     and Silver.

Heat Sink
• Extruded  Aluminum Heat Sink computer designed for superior thermal management to 
     ensure constant light output, color and life of solid state engine components.

Wall Bracket (LEDH-SR6-G2-W)
• Cast aluminum bracket easily secures to housing's cross-bar with set screws.

10-15/16”
(278.4mm)

7-7/8”
(199.4mm)

4-1/4”
(107.7mm)

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Catalog # Type

DateProject

Prepared by
120-277 VAC, 6” LED Ceiling, Wall and Pendant Mount Cylinders
LEDH-SR6C/W/P-G2 Series

LED Power Supply Driver 
• Universal, 120~277 VAC input, high efficiency dimming drivers with ①  Triac/ELV
     dimmer switches or ② Triac/ELV/0-10V dimmer switches.
• Drivers feature power factor >.90, THD <20% with integral thermal protection to sense
     over temperature or electrical issues.
• Driver mounts externally to the LED module for thermal isolation and allows for easy
     maintenance if needed.
• Optional Lutron Hi-lume 1%, LED drivers are available. Lutron drivers provide flicker-free, 
      smooth, continuous dimming down to 1%. (Contact factory for dimming system requirements)

* Consult tech. service or factory for additional dimmers

* Lutron:
Triac:        Skylark S-600
ELV:          NovaT NTELV-300 & 600
                 Diva DVELV-300P & 303P
                 Maestro MAELV-600      
                 Skylark SEL-VB-300P
0-10V:     Diva DVTV
                 Diva DVSTV-IV
CFL/LED: Diva DVCL-253P
                 Ariadni AYCL-253P
* Leviton:
Triac:        Trimatron #705W
ELV:          IPE04-1L (ELV)
                 Acenti: ATE06-1LW

Triac/ELV/0-10V Approved Dimmers

22W

2,200 lm

100  lm/W

75.5˚

Input Voltage

Wattage (+/-5%)

L u m e n  (+/-5%)

Efficacy (LPW)

Beam Angle

CRI (Typical)

CCT (Color +/-5%)

Dimming

120-277VAC

80, 90 

2700K, 3000K, 3500K, 4000K

Triac/ELV/0~10V/LUTRON

SPECIFICATION

Environment            Indoor/Outdoor (Ceiling Mount)

10W

1,000 lm

100 lm/W

67.7˚

14W

1,400 lm

100  lm/W

75˚

30W

3,000 lm

100  lm/W

77˚

[Pendant Mount : LEDH-SR6P]
(Pendant Fixtures require
additional field assembly)

Limited Warranty
• LED Module & Product: 3 years

Listing
• cCSAus 

Pendant Kit
• Pendant Fixtures require additional field assembly.



6” LED Cylinder

PHOTOMETRIC REPORT * Contact Factory for IES File

Polar Candela Distribution
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[LEDH-SR6C/SR6W/SR6P-22]
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[LEDH-SR6C/SR6W/SR6P-14]

Polar Candela Distribution
180˚

570

475

380

285

190

95

CD: 0

95

190

285

380

475

570

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

Illuminance at a Distance

Center Beam FC Beam Width

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 75˚

316.1 fc

79.0 fc

35.1 fc

19.8 fc
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4.9 ft

7.3 ft

9.8 ft
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[LEDH-SR6C/SR6W/SR6P-30]

TRIMS * Wide beam reflector is standard. Also available in narrow beam in reflector (consult with factory).

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Wall Wash w /
Reflector Plate

LEDT-R636
Reflector w /

Regressed Lens

LEDT-R622LEDT-R641
Baffle w /

Regressed Lens

LEDT-R64
Specular Open Reflector Baffle w / Reflector

LEDT-R614

LEDH-SR6C-G2

(Ceiling Mount)

LEDH-SR6W-G2

(Wall Mount)

LEDH-SR6P-G2

(Pendant Mount)

* Consult factory for other Color Temperatures and Finishes

Ordering Information

Example : LEDH-SR6-G2-P-24-23-830UZTD-WH LEDT-R64-HC

-Watts

-10 = 10W
(UZTD &
UTMD Driver
Only)

-14 = 14W

-22 = 22W

-30 = 30W

Model -CRI

-8 = 80 CRI

-9 = 90 CRI

Color Temp.*

27 = 2700K

30 = 3000K

35 = 3500K

40 = 4000K 

-Housing Finish*

-WH = White

-BK  = Black

-BZ  = Bronze

-S I  = Silver 

Driver

LEDT-R64  

LEDT-R614  

LEDT-R641  

LEDT-R622  

LEDT-R636 

Trim - Reflector Finish**

-HC = Haze Clear

-WH = White Painted

Place Style before Length
 = Standard Pendant
-S = Swivel Mount Pendant
Pendant Lengths 
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches
Cable and Cord Lengths
-C32 = 32 Inches
-C58 = 58 Inches
-C108 = 108 Inches 
-C128 = 128 Inches 

-Pendant Style/Length

-WH = White

-BK  = Black

Baffle Finish for
LEDT-R614 & R641

-CL = Clear

Reflector Collar
for LEDT-R622

-FR = Fresnel

Lens for 
LEDT-R641 & R622

*All trims are rated for damp location and regressed lens trims are wet location listed.

*LEDT-R641 & LEDT-R622 are suitable and rated for shower location.

UTD = 120~277VAC, Triac/
            ELV Dimming
            (14, 22 & 30W Only)
UZTD =  0 ~10V Dimming
               (10, 14, 22 & 30W )
UTMD = 120~277VAC, Tri-
                Mode (0~10V/
                Triac/ELV) Dimming
            (10, 14, & 22W Only)

*- Option 
-EM = Emergency battery backup
-BIEM = Bodine Integral EM
                       (BLS06M5)

LDE1 =                      Hi-lume 1% 
                     EcoSystem 
                     FadeToBlack
PEQ01 =                       Hi-lume 
                         Premier 0.1% 
                         EcoSystem 
                         FadeToBlack
                        (For 23W or less only)

=                       Hi-lume 



8” LED Cylinder

DESCRIPTION
The LEDH-SR8-G2 Series 8" Surface Mount Cylinders come in three versions: Ceiling "C", Wall "W" and Pendant "P". The fixtures are offered in 10W, 14W,
22W, 30W and 44W  LED, COB modules plus State-of-the-Art universal drivers with Triac, ELV or 0-10V dimming.

[Wall Mount : LEDH-SR8W][Ceiling Mount : LEDH-SR8C]

DESIGN FEATURES
LED Module
• Durable extruded aluminum heat sink is integrated with the LED COB (chip on board).
• Inner reflector enables even distribution with excellent uniformity.

Reflector
• Anodized haze clear and White painted finishes. Optional Baffle style reflectors are also available. 
     Contact factory for other finishes. 

Housing
• Round, 060” thick spun aluminum housing available in semi-matte White, Black, Bronze
     and Silver.

Heat Sink
• Extruded  Aluminum Heat Sink computer designed for superior thermal management to 
     ensure constant light output, color and life of solid state engine components.

Wall Bracket (LEDH-SR8W)
• Cast aluminum bracket easily secures to housing's cross-bar with set screws.

11-9/16”
(293.4mm)

8-7/8”
(225.4mm)

4-1/4”
(107.7mm)

3-3/8”
(85.8mm)

Input Voltage

Wattage (+/-5%)

L u m e n  (+/-5%)

Efficacy (LPW)

Beam Angle

CRI (Typical)

CCT (Color +/-5%)

Dimming

120-277VAC

80, 90

2700K, 3000K, 3500K, 4000K

Triac/ELV/0~10V/LUTRON

SPECIFICATION

10 W

1,000

100

67.7˚

14W

1,400

100

75˚

22W

2,200

100

75.5

30W

3,000

100

77˚

Environment                  Indoor/Outdoor (Ceiling Mount)

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Catalog # Type

DateProject

Prepared by
120-277 VAC, 8” LED Ceiling, Wall and Pendant Mount Cylinders
LEDH-SR8C/W/P-G2 Series

LED Power Supply Driver 
• Universal, 120~277 VAC input, high efficiency dimming drivers with ①  Triac/ELV
     dimmer switches or ② Triac/ELV/0-10V dimmer switches.
• Drivers feature power factor >.90, THD <20% with integral thermal protection to sense
     over temperature or electrical issues.
• Driver mounts externally to the LED module for thermal isolation and allows for easy
     maintenance if needed.
• Optional Lutron Hi-lume 1%, LED drivers are available. Lutron drivers provide flicker-free, 
      smooth, continuous dimming down to 1%. (Contact factory for dimming system requirements)

* Consult tech. service or factory for additional dimmers

* Lutron:
Triac:        Skylark S-600
ELV:          NovaT NTELV-300 & 600
                 Diva DVELV-300P & 303P
                 Maestro MAELV-600      
                 Skylark SEL-VB-300P
0-10V:     Diva DVTV
                 Diva DVSTV-IV
CFL/LED: Diva DVCL-253P
                 Ariadni AYCL-253P
* Leviton:
Triac:        Trimatron #705W
ELV:          IPE04-1L (ELV)
                 Acenti: ATE06-1LW

Triac/ELV/0-10V Approved Dimmers

44W

4,400

100

77˚

[Pendant Mount : LEDH-SR8P]
(Pendant Fixtures require
additional field assembly)

Limited Warranty
• LED Module & Product: 3 years

Listing
• cCSAus 

Pendant Kit
• Pendant Fixtures require additional field assembly.



8” LED Cylinder

PHOTOMETRIC REPORT * Contact Factory for IES File

[LEDH-SR8C/SR8W/SR8P-14]

[LEDH-SR8C/SR8W/SR8P-30]

Polar Candela Distribution
180˚

1,400

1,167

933

700

467

233

CD: 0

233

467

700

933

1,167

1,400

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

Illuminance at a Distance

Center Beam FC

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 63˚

348.8 fc

87.2 fc

38.8 fc

21.8 fc

14.0 fc

9.7 fc

Beam Width

3.2 ft

6.3 ft

9.5 ft

12.7 ft

15.8 ft

19.0 ft

Polar Candela Distribution
180˚

600

550

440

330

220

110

CD: 0

110

220

330

440

550

660

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

Illuminance at a Distance

Center Beam FC

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 63˚

163.9 fc

41.0 fc

18.2 fc

10.2 fc

6.6 fc

4.6 fc

Beam Width

3.1 ft

6.3 ft

9.4 ft

12.5 ft

15.7 ft

18.8 ft

[LEDH-SR8C/SR8W/SR8P-23]

Polar Candela Distribution
180˚

1,000

833

667

500

333

167

CD: 0

167

333

500

667

833

1,000

170˚ 160˚ 150˚ 140˚

VA: 0˚ 10˚ 20˚ 30˚ 40˚

130˚

120˚

110˚

100˚

90˚

80˚

70˚

60˚

50˚

Illuminance at a Distance

Center Beam FC

2.0ft

4.0ft

6.0ft

8.0ft

10.0ft

12.0ft

Beam Spread: 63˚

248.0 fc

62.0 fc

27.6 fc

15.5 fc

9.9 fc

6.9 fc

Beam Width

3.1 ft

6.3 ft

9.4 ft

12.5 ft

15.6 ft

18.8 ft

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

TRIMS * Wide beam reflector is standard. Also available in narrow beam in reflector (consult with factory).

Wall Wash w /
Reflector Plate

LEDT-R836
Reflector w /

Regressed Lens

LEDT-R822LEDT-R841
Baffle w /

Regressed Lens

LEDT-R84
Specular Open Reflector Baffle w / Reflector

LEDT-R814

LEDH-SR8C-G2

(Ceiling Mount)

LEDH-SR8W-G2

(Wall Mount)

LEDH-SR8P-G2

(Pendant Mount)

* Consult factory for other Color Temperatures and Finishes

Ordering Information

Example : LEDH-SR8P-G2-S18-22-830UZTD-WH LEDT-R84-HC

-Watts

-10 = 10W
(UZTD &
UTMD Driver
Only)

-14 = 14W

-22 = 22W

-30 = 30W

-44 = 44W

Model -CRI

-8 = 80 CRI

-9 = 90 CRI

Color Temp.*

27 = 2700K

30 = 3000K

35 = 3500K

40 = 4000K 

-Housing Finish*

-WH = White

-BK  = Black

-BZ  = Bronze

-S I  = Silver 

Driver

LEDT-R84  

LEDT-R814  

LEDT-R841  

LEDT-R822  

LEDT-R836 

Trim - Reflector Finish**

-HC = Haze Clear

-WH = White Painted

Place Style before Length
 = Standard Pendant
-S = Swivel Mount Pendant
Pendant Lengths 
12 = 12 Inches
18 = 18 Inches
24 = 24 Inches
36 = 36 Inches
48 = 48 Inches
Cable and Cord Lengths
-C32 = 32 Inches
-C58 = 58 Inches
-C108 = 108 Inches 
-C128 = 128 Inches 

-Pendant Style/Length

-WH = White

-BK  = Black

Baffle Finish for
LEDT-R814 & R841

-CL = Clear

Reflector Collar
for LEDT-R822

-FR = Fresnel

Lens for 
LEDT-R841 & R822

*All trims are rated for damp location and regressed lens trims are wet location listed.
*LEDT-R841 & LEDT-R822 are suitable and rated for shower location.

UTD = 120~277VAC, 
             Triac/ELV Dimming
            (14, 22 & 30W Only)

*- Option 
-EM = Emergency battery backup
-BIEM = Bodine Integral EM
                       (BLS06M5)

UZTD = 120~277VAC,
                  0 ~10V Dimming
              (10, 14, 22, 30 & 44W)
UTMD = 120~277VAC, 
                   Tri-Mode (0~10V/
                   Triac/ELV) Dimming
          (10,14, 22, & 44W Only)
LDE1 =                            Hi-lume 1%
               EcoSystem FadeToBlack
PEQ01 =                           Hi-lume 
               Premier 0.1% EcoSystem
               FadeToBlack (For 23W
               or less only)

 =                           Hi-lume 




