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SH-LED8
LED

DESCRIPTION
The SH-LED8 is designed with state-of-the-art LED DoB technology and is suited for indoor use. The Step Light contains 20 LEDs, ideally spaced
to produce bright, even illumination. Engineered with superior thermal management, it provides economical, long lasting performance and
trouble free operation. Suitable for Damp Locations.

120VAC LED DoB Interior Step Light

9-7/16”
(240mm)

4-15/16”
(125mm)

8-5/16”
(211mm)

3-7/16”
(88mm)

3-1/2”
(89mm)

DESIGN FEATURES

Illummination
• 80 CRI with a color temperature of 3000K Standard. Contact factory for other CRI and Color Temperatures.

Housing & Trims
• Cast aluminum housing with trim painted with weather proof white, black or silver.

Electronics
• 120V AC Direct DoB technology; 20 LED chips for 5W of power (~400lm).

TRIM

Louvered face plate
ST-842-WH
ST-842-BK
ST-842-SI

Open face plate
ST-843-WH
ST-843-BK
ST-843-SI

Catalog # Type

DateProject

Prepared by

Listing
• cCSAus Damp Location

Limited Warranty
• LED Module: 5 years/50K hours
• Product: 3 years

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-techlighting.com

Ordering Information

Model

Example : SH-LED8-ST-842-WH-HB

-Trims

-ST-842 = Louvered

-ST-843 = Open

-WH = White

-BK = Black

-SI = Silver

-Finish -Option

-HB = 24” Hanger BarsSH-LED8 = 120VAC,
                     DoB 5W Interior
                     Step Light 



SH-LED8WP
LED

DESIGN FEATURES

DESCRIPTION
The SH-LED8WP is designed with state-of-the-art LED DoB technology and is sealed for outdoor use. The Step Light contains 20 LEDs, ideally spaced to 
produce bright, even illumination. Engineered with superior thermal management, it provides economical, long lasting performance and trouble free 
operation. Suitable for Wet Locations.

TRIM

120VAC LED DoB Exterior Step Light

ST-846-WH
ST-846-BK
ST-846-SI

Grilled face plate

Louvered face plate
ST-844-WH
ST-844-BK
ST-844-SI

Open face plate
ST-845-WH
ST-845-BK
ST-845-SI

8"
(202mm)

4-1/8"
(105mm)

9-3/4"
(247mm)

4-1/8"
(105mm)

4-1/8"
(105mm)

Illummination
• 80 CRI with a color temperature of 3000K Standard. Contact factory for other CRI and Color Temperatures.

Housing & Trims
• Cast aluminum housing with trim painted with weather proof white, black or silver.

Electronics
• 120V AC Direct DoB technology; 20 LED chips for 5W of power (~400lm).

Catalog # Type

DateProject

Prepared by

Listing
• cCSAus Wet Location

Limited Warranty
• LED Module: 5 years/50K hours
• Product: 3 years

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-techlighting.com

Ordering Information

Model

Example : SH-LED8WP-ST-844-WH

-ST-844 = Louvered

-ST-845 = Open

-ST-846 = Grilled

-Trims

-WH = White

-BK = Black

-SI  = Silver

-Finish

SH-LED8WP = 120VAC,
                              DoB 5W Exterior
                              Step Light 

            9"
           (229mm)

2 3/4”
(70mm)

3 1/2"
(89mm)
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 LED

DESCRIPTION
The STL-830 LED Mini Step Light is an easy-to-install low profile fixture
that produces an attractive glow. Ideal for lighting low light areas such
as corridors or pathways, and can be mounted vertically or horizontally.
Available in Outdoor and Indoor as well.

Input Voltage

Wattage (Typ)

L u m e n  (Typ)

Efficacy (LPW)

CRI  (Typical)

Color  (+/-5%) 

Dimming

120V 

5W

215 lm

43  lm/W

80, 90

2700K, 3000K, 4000K

Triac 

SPECIFICATION

Catalog # Type

DateProject

Prepared by

Limited Warranty
• LED Module: 5 years/50K hours

Listing
• CSA-us Certified
• California Title 24
• Wet location

TEL: 856-234-2211   FAX: 856-234-0881    www.lum-tech.com

Ordering Information

Example : STL-830-5-830-WH ** Consult factory for other Color Temperatures and Finishes

-WH = White

-BK = Black

-BZ = Bronze

-Finish

STL-830

Model

27 = 2700K

30 = 3000K

40 = 4000K 

Color Temp.**

-5 = 5W

 

-Watts

-8 = 80

-9 = 90 

-CRI

* Consult factory for approved dimmers
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White Black

DESIGN FEATURES
• Cast aluminum face plate.
• Wet location listed to IP65 for indoor and outdoor installation.
• Diffused lens delivers perfect light distribution.
• 120V AC LED module with integrated IC chip imbed on board and
     10-100% Triac dimming with most leading and trailing edge dimmer
      switches in the market. 
• 120V direct wiring, no driver needed.

120 VAC, LED DoB Mini Step Light
STL-830

Installation




